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Demo exist. enclosed porch.  
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windows and columns.  Level 
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Remove stair treads in this 
flight for replacement.

Vestibule 104, see demo 
notes below.
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Vestibule Demo 104
-Demo threshold
-Demo existing unused electrical box
-Demo top three stair treads
-Demo flooring
-Demo north wall plaster
-Demo east wall plaster
-Demo door trim
-Verify ceiling plaster

8

15

Demo Plan Keynotes
1. Demo exist. chimney, flue and walls as shown.  Verify structural integrity prior to demo.
2. Demo plumbing fixtures shown dashed
3. Existing window to remain.
4. Remove exist. window unit.  Prep exist. opening for glass block.
5. Remove exist. conc. steps.
6. Verify continuous joists above prior to wall demo.
7. Demo exist. wall and openings as shown.  Save millwork for reuse.
8. Demo existing shelving.

9. Demo exist. door & trim.
10. Remove exist. int. door & hardware.  Frame, opening & trim remain.
11. Remove flooring to wood floor. Verify condition of wood floor if present.  Hatch indicates extent 

of flooring demo.
12. Remove exist. hosebib.
13. Demo exist. wood stud walls in this area.
14. Demo wall.  Frame & prepare for new door opening.
15. Demo faux brick finish on walls.

Basement Demo Plan
1/4" = 1'-0"

1
AD101

First Floor Demo Plan
1/4" = 1'-0"

2
AD101

GENERAL NOTES - EXISTING/DEMO :
1. FIELD VERIFY ALL EXISTING CONDITIONS & DIMENSIONS
2. DEMO WORK SHOWN DASHED
3. SEE SPECIFICATIONS FOR CONSTRUCTION WASTE REMOVAL & LANDFILL DIVERSION INSTRUCTIONS
4. REMOVE LANDSCAPING PER HRA & ST. PAUL FORESTRY RECOMMENDATIONS.
5. TEST FOR RADON LEVELS IN EXISTING BASEMENT (SEE SPEC)
6. CLEAN, SAND & REFINISH ALL EXISTING STORED MAT’LS FOR REUSE (SEE SPEC)
7. REMOVE EXISTING ASBESTOS SIDING WHENEVER/WHEREVER PRESENT.
8. MODIFY, RELOCATE OR CAP EXIST MECH & ELEC AS REQ’D
9. VERIFY STRUCT. INTEGRITY OF ALL EXST. FRAMING, COLUMNS & BEAMS.
10. COORDNATE ALL STRUCTURAL MODIFICATIONS W/ QUALIFIED ENGINEERS
11. VERIFY COND. & CODE COMPLIANCE OF ALL MECH. & ELEC. FIXTURES & OUTLETS. (SEE HRA CODE 

REPORT)
12. SEE NEW PLANS TO COORDINATE LOCATION & DIMENSIONS OF NEW OPENINGS.
13. UPON REMOVAL OF EXIST. FLOOR FINISHES, FIELD VERIFY CONDITION OF EXIST. SUBSTRATE, AND IF 

HARDWOOD FLOOR EXSTS.
14. REMOVE & RETAIN ALL EXST. INTERIOR TRIM BEFORE DEMO-ING INTERIOR WALLS. REUSE AS NEEDED.

Demolition Notes:
1. Replace all windows.  Verify condition for trim repair.  See plans for noted exceptions.
2. Demo existing siding.  Verify sheathing condition for repair.
3. Demo exist. roof shingles and underlayment.  Repair sheathing as needed.
4. Clean and tuckpoint existing foundation as req'd.
5. Replace all doors.
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Roof Demo Plan
1/4" = 1'-0"

2
AD102

2

Re-Roof?

1

1

1

1

Demo Floor Plan Keynotes
1. Remove exist. gutter & downpouts.
2. Demo exist. chimney, flue and walls as shown.  Verify structural integrity prior to demo.

3. Hatch indicates extent of ceiling demo.  Remove ceiling tiles where present.
4. Demo metal soffit and metal wrapped trim.

GENERAL NOTES - EXISTING/DEMO :
1. FIELD VERIFY ALL EXISTING CONDITIONS & DIMENSIONS
2. DEMO WORK SHOWN DASHED
3. SEE SPECIFICATIONS FOR CONSTRUCTION WASTE REMOVAL & LANDFILL DIVERSION INSTRUCTIONS
4. REMOVE LANDSCAPING PER HRA & ST. PAUL FORESTRY RECOMMENDATIONS.
5. TEST FOR RADON LEVELS IN EXISTING BASEMENT (SEE SPEC)
6. CLEAN, SAND & REFINISH ALL EXISTING STORED MAT’LS FOR REUSE (SEE SPEC)
7. REMOVE EXISTING ASBESTOS SIDING WHENEVER/WHEREVER PRESENT.
8. MODIFY, RELOCATE OR CAP EXIST MECH & ELEC AS REQ’D
9. VERIFY STRUCT. INTEGRITY OF ALL EXST. FRAMING, COLUMNS & BEAMS.
10. COORDNATE ALL STRUCTURAL MODIFICATIONS W/ QUALIFIED ENGINEERS
11. VERIFY COND. & CODE COMPLIANCE OF ALL MECH. & ELEC. FIXTURES & OUTLETS. (SEE HRA CODE 

REPORT)
12. SEE NEW PLANS TO COORDINATE LOCATION & DIMENSIONS OF NEW OPENINGS.
13. UPON REMOVAL OF EXIST. FLOOR FINISHES, FIELD VERIFY CONDITION OF EXIST. SUBSTRATE, AND IF 

HARDWOOD FLOOR EXSTS.
14. REMOVE & RETAIN ALL EXST. INTERIOR TRIM BEFORE DEMO-ING INTERIOR WALLS. REUSE AS NEEDED.

Demolition Notes:
1. Replace all windows.  Verify condition for trim repair.  See plans for noted exceptions.
2. Demo existing siding.  Verify sheathing condition for repair.
3. Demo exist. roof shingles and underlayment.  Repair sheathing as needed.
4. Clean and tuckpoint existing foundation as req'd.
5. Replace all doors.

3

3

Enclosed Porch
109

Living Room
107

Dining
108

Vestibule
104

Bathroom
105 Kitchen

106

Closet
102a

Bedroom
102

Bedroom
101

Hall
103

Closet
101a

4

4

First Floor Demo RCP
1/4" = 1'-0"

1
AD102

Demo Reflected Ceiling Plan Notes:
1.  Demo all existing lighting fixtures.
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Demo Elevation Keynotes

GENERAL NOTES - NEW CONSTRUCTION :
1. PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
2. ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
3. PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
4. CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
5. FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
6. ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7’-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
7. REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
8. VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQ’D. (SEE SPEC)
9. PROVIDE FIRE BLOCKING/FIRE SAFING AS REQ’D  PER CODE.
10. VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

GENERAL NOTES - EXISTING/DEMO :
1. FIELD VERIFY ALL EXISTING CONDITIONS & DIMENSIONS
2. DEMO WORK SHOWN DASHED
3. SEE SPECIFICATIONS FOR CONSTRUCTION WASTE REMOVAL & LANDFILL DIVERSION INSTRUCTIONS
4. REMOVE LANDSCAPING PER HRA & ST. PAUL FORESTRY RECOMMENDATIONS.
5. TEST FOR RADON LEVELS IN EXISTING BASEMENT (SEE SPEC)
6. CLEAN, SAND & REFINISH ALL EXISTING STORED MAT’LS FOR REUSE (SEE SPEC)
7. REMOVE EXISTING ASBESTOS SIDING WHENEVER/WHEREVER PRESENT.
8. MODIFY, RELOCATE OR CAP EXIST MECH & ELEC AS REQ’D
9. VERIFY STRUCT. INTEGRITY OF ALL EXST. FRAMING, COLUMNS & BEAMS.
10. COORDNATE ALL STRUCTURAL MODIFICATIONS W/ QUALIFIED ENGINEERS
11. VERIFY COND. & CODE COMPLIANCE OF ALL MECH. & ELEC. FIXTURES & OUTLETS. (SEE HRA CODE 

REPORT)
12. SEE NEW PLANS TO COORDINATE LOCATION & DIMENSIONS OF NEW OPENINGS.
13. UPON REMOVAL OF EXIST. FLOOR FINISHES, FIELD VERIFY CONDITION OF EXIST. SUBSTRATE, AND IF 

HARDWOOD FLOOR EXSTS.
14. REMOVE & RETAIN ALL EXST. INTERIOR TRIM BEFORE DEMO-ING INTERIOR WALLS. REUSE AS NEEDED.

Demolition Notes:
1. Replace all windows.  Verify condition for trim repair.  See plans for noted exceptions.
2. Demo existing siding.  Verify sheathing condition for repair.
3. Demo exist. roof shingles and underlayment.  Repair sheathing as needed.
4. Clean and tuckpoint existing foundation as req'd.
5. Replace all doors.

South Elevation Photograph
no scale
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Porch Elevation Photograph
no scale
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North Elevation Photograph
no scale
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Demo attic window.  Replace 
with new fixed window unit.

Demo dish & cable wiring.

Demo dish & cable wiring.
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Site Plan
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New 22' x 22'
Garage

3

New concrete 
apron.  Extend 
to alley paving.  
See spec. 

Existing 1 story
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Neighboring garage

Neighboring garage

Neighboring 1 story
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Transition from 4' fence to 6' 
fence here.

Transition from 4' fence to 6' 
fence here.
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New AC compressor.

7
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New Construction Notes:
1. All Roofs:  new roofing and vents to code.  See spec.
2. New siding and house trim.  See spec for type.
3. All windows are replacement windows.  Unless noted otherwise.
4. New doors throughout

GENERAL NOTES - NEW CONSTRUCTION :
1. PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
2. ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
3. PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
4. CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
5. FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
6. ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7’-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
7. REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
8. VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQ’D. (SEE SPEC)
9. PROVIDE FIRE BLOCKING/FIRE SAFING AS REQ’D  PER CODE.
10. VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D. Site Plan Keynotes

1. New 4' tall wood fence.  See spec.
2. New 6' tall wood fence.  See spec.
3. New wood gate matching fence.
4. Center window on gabled wall.
5. New conc. steps.  Coordinate sitework with landscape plans and regrading 

work.
6. New conc. paving.
7. New gutter and downspout.  Shown dashed.  See spec.

N o r t h

Site Plan Notes:
1.  Coordinate site plan with landscape drawings.
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Washer
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New water 
heater.

New furnace.

Vent dryer at rim joist.
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Floor Plan Keynotes
1. New open porch: new columns, flooring, and railing.
2. New handrail to code.
3. New storm/screen door.  See spec.
4. Repair floor & patch in new flooring at former chimney location.
5. Repair exist. wood window and storm.
6. Frame opening to allow a 24" x 24" opening for glass block with existing head height.
7. Repair faux finish demo at this wal. Replace with gypsum wall board if necessary.
8. New door in new frame.  See spec.
9. Glass block this opening.  Install one vented block unit.
10. Tuckpoint & repair masonry as req'd.

11. Add sound insulation where possible.
12. New tub, tile surround and shower rod.  See spec.
13. New toilet at exist. plumbing location.
14. New pedestal sink at exist. plumbing location.
15. New wire shelving.  See spec.
16. New sheet flooring at landing and stairs.  Hatch shows extent.  See spec.
17. Frame existing opening.  GWB each side finish and base trim to match adjacent wall.
18. Repair foundation enclosure.  Repair beadboard, new trim, new hardwood top. Paint.
19. New exterior deck railing per code. See spec.
20. Repair wall at chimney demo to match adjacent.

New Construction Notes:
1. All Roofs:  new roofing and vents to code.  See spec.
2. New siding and house trim.  See spec for type.
3. All windows are replacement windows.  Unless noted otherwise.
4. New doors throughout

GENERAL NOTES - NEW CONSTRUCTION :
1. PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
2. ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
3. PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
4. CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
5. FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
6. ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7’-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
7. REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
8. VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQ’D. (SEE SPEC)
9. PROVIDE FIRE BLOCKING/FIRE SAFING AS REQ’D  PER CODE.
10. VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.
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New ridge vents.

4
4

44

Roof vent for range hood.  
Approx. loc. shown.

44

44

4

New ridge vents.

Repair roof deck at chimney 
removal.  Approx. loc. shown.

Roof vent for bath fan.  
Approx. loc. shown.

Roof Plan
1/4" = 1'-0"

2
A102

Floor Plan Keynotes
1. New ext. flush mount light fixture.  See Spec.
2. New ext. wall sconce light fixture.  See spec.
3. Hatch indicates extent of new ceiling.  Typ.
4. New gutter and downspout.  Shown dashed.  See spec.
5. New int. flush mount light fixture.  See spec.
6. New undercabinet light fixtures.  See spec.

7. New pendant light fixture.  See spec.
8. Existing attic access.
9. New recessed bath fan.  See spec.
10. New vanity light fixture.  See spec.
11. New wall sconce.

New Construction Notes:
1. All Roofs:  new roofing and vents to code.  See spec.
2. New siding and house trim.  See spec for type.
3. All windows are replacement windows.  Unless noted otherwise.
4. New doors throughout

GENERAL NOTES - NEW CONSTRUCTION :
1. PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
2. ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
3. PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
4. CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
5. FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
6. ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7’-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
7. REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
8. VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQ’D. (SEE SPEC)
9. PROVIDE FIRE BLOCKING/FIRE SAFING AS REQ’D  PER CODE.
10. VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

10
9

5

5

5

Vented soffit, typ. throughout.

Living Room
107

Dining
108

Vestibule
104

Bathroom
105

Kitchen
106

Closet
102a

Bedroom
102

Bedroom
101

Hall
103

Open Porch
109

1

5

3

8

2

1111

11

5

8"6"

3'-9 1/2" 6

6

6

6

4'-6"

4'
-6

"

77

2'
-8

"

Sconces
80" A.f.f.

 

 
 

3

3

5

 
 

First Floor RCP
1/4" = 1'-0"

1
A102

Reflected Ceiling Plan Notes:
1.  Center light fixtures in room unless noted otherwise.
2.  Electrical switches shown are required placement.  Other new switches may be needed.
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Porch Panel Detail
1/8" = 1'-0"

1
A301

New Construction Notes:
1. All Roofs:  new roofing and vents to code.  See spec.
2. New siding and house trim.  See spec for type.
3. All windows are replacement windows.  Unless noted otherwise.
4. New doors throughout

GENERAL NOTES - NEW CONSTRUCTION :
1. PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
2. ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
3. PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
4. CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
5. FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
6. ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7’-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
7. REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
8. VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQ’D. (SEE SPEC)
9. PROVIDE FIRE BLOCKING/FIRE SAFING AS REQ’D  PER CODE.
10. VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

Finished First Floor
100'-0"

Beam Bearing
existing

Top of Decking
~99'-11"

Wood trim as shown.

Wood trim as shown.

1 2

3
3

New 6" nom. porch column.

Exist beams, ceiling, 
structrure and roofing

Level existing 
porch structure.

Existing porch footing.

New soffit material.  See spec.

1Fill to match 
exist. grade.

Backside

Exterior side

Note:  Fasten together with non-corrosive screws.  Scribe porch 
panel to fit, then prime all sides before finishing to match trim. 

3/4" wood trim. Width to  cover 
porch floor structure.
4

Extend dimensions as site 
conditions require.

Scribe Panel to site as required.

Screws as shown.

Final instalation screws as shown.

2'-0"  typ. 4

Front Porch Section
1/8" = 1'-0"

2
A301

Wall Section Keynotes
1. New panels at front porch.  See 1/A301.
2. New conc. steps.  Coordinate sitework with landscape plans and regrading work.

3. New exterior railing per code. See spec.
4. 3/4" x 4" wood trim. 
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New
Dishwasher

512

New
Range

New
Microwave

New
Refrigerator

3

to
Vestibule

and
Side Door

6

14

7

64

9

8

10

2'-6"

1'
-6

"
3'

-4
"2'

-1
"

1'
-3

"

4"
3'

-0
"

2"

2'-0" 2'-6" 3'-0" 1'-9"

1'-0"2'-6"2'-0" 2'-7 1/2"1'-3"1'-0"

2'
-0

"

2'-8" 1'-9" 2'-6"

2'-6" 2'-0"

3'
-0

"
5"

2'-5 1/4" 4'-7 1/2"
4 1/2" 4 1/2"

Align

1'-7"2'-2 1/2"

14

3
3

12

4" recess.

Electrical chase. 4 
1/

2"

Painted wood trim
and interior.

1010

3

14
12

3

11

12
14

3

12
14 311 1

1313

2

4" recess.

6'
-0

"

West Kitchen Cabinetry
3/8" = 1'-0"

1
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North Kitchen Cabinetry
3/8" = 1'-0"

2
A501

Kitchen Island
3/8" = 1'-0"

3
A501

Elevation Keynotes
1. New undercabinet lighting.  See spec.
2. New open cabinet.
3. Cabinetry side panel.
4. New recessed medicine cabinet.  See spec.
5. New sink & faucet.  See spec.
6. New cabinetry.  See spec.
7. New tub, tile surround and shower rod.  See spec.

8. New toilet at exist. plumbing location.
9. New pedastal sink.  See spec.
10. New plastic laminate wall cap.  See spec.
11. 32" Cabinet extends into the corner

with 18" door at right edge.
12. New plastic laminate backsplash & counter.  See spec.
13. New 'lazy susan' corner cabinet.  See spec.
14. GFIC elec. outlet.

New Construction Notes:
1. All Roofs:  new roofing and vents to code.  See spec.
2. New siding and house trim.  See spec for type.
3. All windows are replacement windows.  Unless noted otherwise.
4. New doors throughout

GENERAL NOTES - NEW CONSTRUCTION :
1. PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
2. ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
3. PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
4. CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
5. FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
6. ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7’-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
7. REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
8. VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQ’D. (SEE SPEC)
9. PROVIDE FIRE BLOCKING/FIRE SAFING AS REQ’D  PER CODE.
10. VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

Kitchen Island
3/8" = 1'-0"

4
A501

Kitchen Island
3/8" = 1'-0"

5
A501

Bathroom
3/8" = 1'-0"

6
A501
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New Construction Notes:
1. All Roofs:  new roofing and vents to code.  See spec.
2. New siding and house trim.  See spec for type.
3. All windows are replacement windows.  Unless noted otherwise.
4. New doors throughout

GENERAL NOTES - NEW CONSTRUCTION :
1. PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
2. ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
3. PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
4. CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
5. FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
6. ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7’-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
7. REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
8. VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQ’D. (SEE SPEC)
9. PROVIDE FIRE BLOCKING/FIRE SAFING AS REQ’D  PER CODE.
10. VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

See specification & material list for all interior finish selections

Verify all existing openings.
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